
Specification

Clearance below floor: ↕ 750 mm

Stabilised LDPEmaterialsMaterials

880 L x 740W x 700 Hmm

550 mm

12 Volt 5 Watt

3-6 people on a permanent basisCapacity

Power usage

Dimensions

Chute Length

Water Consumption

Solar Options

Warranty
ROTOMOULDEDCOMPONENT

10 years warranty

Floorspace Required

Waterless

Innovative Features

With larger capacity chambers & innovative features.
This model is certified to Australian & New Zealand
Standard 1546.

Australian Designed and Assembled

• Durable made fromStabilised LDPEmaterials

• Wheels for easeofmovement

• Compost mixer accelerates the composting process
& increases the useable space.

• Double wall constructionminimizes temperature
fluctuations

• Heater pad* specially designed for cooler climates

Side Profile of CM HP

CM HP
Waterless Composting Toilet

What will you get?
CMHP standard package includes:

• 2 x composting chambers with composter mixers

• Waste connecting chute (up to 550 mm in length as
standard but can be shortened if required).

• Premium porcelain pedestal with soft close seat

• Ventilation system including a 12 volt 2 watt fan
and transformer*

• 2 x Nature Quick Microbe starter bags

• 1 x 125ml Nature Flush Enzymes & spray bottle

• 2 x Bags of bulking agent

• Easy to follow DIY Installation and Maintenance
manual
*If the transformer is not required, it will be replaced with a spare fan.

Additional chambers, chute extensions, replacement fans,
drain kit, vent kit & heater pad available.


